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Advice:
The best course of action is to let the 
patio dry out naturally. As previously 

mentioned both issues should 
disappear over time, although there is 

no knowing how long it may take.

Designed as an easy to use companion for any landscaper or DIY enthusiast, to help identify natural 
occurrences and installation issues when using natural stone.
You can also find downloadable PDFs of our laying patterns, colour charts and other useful information on our 
website - www.digbystone.com
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 OPC staining (leaching)

 Picture framing

 Colour blending

What are the symptoms? Moisture spots/rings

YesNo

Has the product recently been laid?

Likely Cause:
Image 5 - Moisture 

Transparency (p 24)
It is the product drying out 

naturally and should 
disappear over time.

Likely Cause:
Image 3 - Efflorescence (p16-17)
This is a process where salts are 

drawn through the natural stone 
from the mortar, and presents itself 

as a white substance on the surface. 
This should disappear over time and 
is by no means a fault in the product 

or laying. It can appear in both 
natural and man made 

paving/walls. Likely Cause:
Image 4 - Picture Framing (p14)

Occurs when moisture from 
the wet mortar mix is absorbed 
through the stone. This should 

disappear over time.
Advice:

Acid or acidic based cleaners 
should not be used. Any chemical 

treatment should be 
carefully considered. 

Efflorescence should 
dissipate over time by 

natural weathering. Abrasive 
activities such as walking on the 
surface will also aid in shifting the 

deposits. A stiff broom and frequent 
brushing coupled with clean water 

can also help accelerate the 
disappearance of efflorescence.   

Advice:
Specialised products are advised to help 

remove the marks. Always check with 
the cleaning product manufacturers 

and test on a small discreet area.   

Advice:
The marks can be in the form of 

natural veins, fossils or crystallisation. 
These are permanent features and are 

a natural characteristic of the stone. 

White cloudy marks

Spots/Marks

Likely Cause:
Image 2 - Natural formations (p23)

If the product has marks on the 
flags prior to being laid these are 
likely to be a naturally occurring 

characteristic of the stone, and should 
be considered part of the beauty of 
natural stone rather than a defect. 

(see p5 and p23 for more information 
about natural formations)

Likely Cause:
Image 1 - Lichen (p25)

This is a form of algae or bacteria that 
naturally occurs mainly due to the 

environment of the surrounding area.

I SSUE IDENTIF ICATION -  NATURAL OCCURRENCES
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Before you begin

YesNo

Has the product recently been laid?

Black, red and/or 
orange stains across 

the surface

Various marks including brown/black areas 
(fossil crystallisation, pictured right) and lines 

running across the paving (veins, pictured left) 

White, cloudy bloom 
marks across the 

surface
Paving has dark and 

light patchy areas

Darker colouration 
around the edges of 

the slabs

While it is impossible to outline all potential problems here, we have outlined below some of the most frequent issues which may occur.
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Has the product been treated with chemicals?Does the product have 
tooling marks? (saw marks, 

calibration lines etc)

Advice:
With OPC staining it 

could be permanent but 
a suggestion would be 
to remove the pointing 

causing the staining and 
use a white cement mix 
as soon as possible (we 
would always advise to 

try cements on a test 
stone prior to laying so 
staining problems can 

be avoided). 

Advice:
Unfortunately the only 

solution to this problem is 
to pull up the flags, clean 

them off and re-lay on a full 
bed of mortar with proper 

compacted hard-core 
sub-base.

Advice:
If flags are laid the wrong side up 

the only solution is to pull the patio 
up and try to clean off the cement 
to relay correct side up (flags may 
be stained from already being laid 
down). New stone may be the only 

solution.

Advice:
Unfortunately there is no 

real solution to this problem 
as the reaction can often 
be permanent. New stone 
may be the only solution. 
Acid based cleaners or 

products should never be 
used on natural paving - 
always seek advice from 

the chemical manufacturer 
before use. 

StainingDiscolourTexture

Likely Cause:
Image 3 - Acid staining 

Occurs when a cleaning 
product has been used that 
contains acid. The acid has 

a chemical reaction with 
the stone’s composition - 
this can be a permanent 

colour change.

Likely Cause:
Image 4 - OPC staining 

(leaching)
Using ordinary portland 

cement with natural 
stone when wet can 

seep the colour of the 
cement into the pores 
of the stone, causing 

staining.

Likely Cause:
Image 2 - Laid on spots 

(p6-9)
When natural stone is not 

laid on a full bed of mortar 
and is laid on spots of 

cement. The discolouring 
comes from parts of the 
stone being moist due to 
voids underneath the laid 
flag (see pages 6 - 8 for 
detailed information on 

issues caused by laying on 
mortar spots)

Likely Cause:
Image 1 - Laid upside down (p10)
If the product has any mechanical 
tool marks it may have been laid 
upside down. Calibration marks 

are long cut grooves on the back 
of the slab, which should be laid 
down. With granite, the smoother 

side (which can display saw marks) 
is the side to place face down and 
the manually textured side should 
be on the top. Finally the edges of 
products should have the widest 

tapered side facing up.

‘Likely causes’ are suggestions of problem identification only and Digby Trading Limited take no responsibility on ‘treatment’ final outcome. 
We strongly recommend testing a small discreet area allowing time to dry to evaluate the outcome before continuing on the rest of the project site. All cases can vary.

I SSUE IDENTIF ICATION -  INSTALLATION ISSUES

What is the problem?

1. Laid wrong side up 2. Laid on mortar spots 3. Acid staining 4. OPC staining

BEFORE YOU BEGIN. . .
When choosing natural stone or porcelain, it is important that you consider and thoroughly check the product you 
are interested in to ensure it is right for you. We strongly recommend that you visit a stockist to view a large amount 
of the stone in real life, or alternatively visit our display in Halesowen (please go to our website to book a display 
visit). While photographs and digital images are a great way to show the visual aspects of the stone, it is important 
to view it to get a true representation of all aspects of the product. We also suggest that you view the stone wet 
and dry. You can also order 100x100mm samples of our products via our website at www.digbystone.com. 
When your chosen product has arrived, it is important that you thoroughly check over your slabs to ensure that 
you are happy with the paving. Every environment is different, and so it is important to ensure that you are happy 
that the stone you have chosen is right for your project. Once stone is laid, it is difficult to rectify issues in regards to 
personal taste, especially when the product is in otherwise perfect condition. 
There are many features of natural stone which may at first appear to be faults with the product, however many 
of these occurences are natural formations and should be considered a part of the beauty of the stone. 
Below are some examples of characteristics in stone that you might expect to see dependant on your chosen 
product (see p20 for more detail on natural formations). 

Banding: Products that feature banding can vary in their patterns - while most 
banding is fairly subtle there can be occurrences where the banding is more 

dramatic - this example shows a very dramatic example of banding. 

Veining: While the surface may appear to display hairline fractures in the stone, 
these lines are actually natural veins that run through the stone. This example 

shows veins on a Sandstone Premium slab in Sunset. 

Crystallisation: Some of our products may display areas of crystallisation, 
particulary in Sandstone Premium in Fossil Mint. The above is an extreme 

example of the crystallisation that you might expect in natural stone. 

Wet/dry variation: Dependant on the product, there can be strong variations 
between colour depending on whether the stone is wet or dry. We strongly 

recommend seeing the stone in real life to see this difference. 

WetDry

No Yes No

Long cut grooves or 
saw marks visible, 

smaller face of the 
slab facing up

Patchy marks across 
surface of the slab, 

usually in the form of 
brown/green stains

Beige marks on 
paving, usually as 

squares in the middle 
of the slab

Discolouration of light 
coloured paving, 

brown markings on 
surface
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LAID ON MORTAR SPOTS 
Why i s  a fu l l  bed of  mortar  so important?

Mortar applied in spots - the areas where the stone is in full 
contact with mortar will not show any signs of moisture from 
below as the water resists penetrating through - the direct 

contact with the mortar reduces the natural porosity of the 
stone in those areas that are in contact with the mortar. 

Void area - spaces 
underneath slab 
where there is no 

mortar

When natural stone is laid using a spot method, issues can occur with staining which can be difficult (and sometimes 
impossible) to rectify once the damage has occurred. This is the most frequent issue with installation that we encounter 
when dealing with complaints. 

As the heat of the sun warms up the surface of the natural stone slab, the heat begins to evaporate water from the cool 
damp air below, forming water droplets on the underside of the slab. The water, which contains impurities drawn up from 
the damp air and the materials below, travels up through tiny capillaries which naturally occur within the stone. The water 
reaches the surface, creating damp patches. When this water evaporates out of the slab into the air, the heavier materials 
(impurities) that were in the water are left as a visible mark on the slab. 
When the natural stone is applied to a full bed of mortar with no voids, the moisture from below the stone cannot penetrate 
through and there is no space for the moisture and impurities to gather, therefore the surface of the stone will be protected 
from staining. 

The use of an SBR bonding agent on the back of the slab can reduce this type of staining, as the SBR creates a barrier 
between the slab and the mortar below. Due to the minimal moisture absorption rates of our porcelain paving, this type 
of staining will not affect porcelain products. However it is still imperative that porcelain is laid on to a full bed of mortar to 
provide a suitable bed for the paving. 

Impurities from beneath the slab 
are drawn up with the water as 
the heat from the stone radiates 

downwards, evaporating the 
water. Water droplets then form 
on the bottom of the slab. The 
warm damp conditions also 

encourage the growth of mold 
within the void, further adding to 

the problem.

Patches appear on the surface of the slab as the water and impurities 
come up through the stone together. Once the water has evaporated 

away from the stone a mark is left on the surface, comprising of all of the 
impurities and mold from below the surface. 

Water droplets 
which form on 

the underside of 
the slab

Heat from the sun warms up 
the surface of the slab, reacting 
with the cool air of the ground 

underneath and encouraging a 
“sweating effect” - the creation 

of water vapour. 

Water containing impurities from 
materials below evaporates 
through tiny capillaries in the 
stone and out through to the 

surface.  

1.

2.

3.

4.

Natural stone slab 
laid on mortar 

spots 

Core - cool 
and damp, 
containing 

moisture and 
impurities

The back of this slab has some SBR applied to it - the areas where there is 
condensation is where the moisture cannot pass through the slab due to the barrier 
which the SBR has created. The dark space is where there is no SBR, where moisture 

will pass through the slab to the surface. 

An example of what a slab affected by this issue can 
look like - patchy marks across the surface. The dark 
areas across the surface are areas where there are 

voids below the slabs.

When you view the staining on the surface of the slab next to the pattern of the mortar below, you 
can clearly see that the voids in the mortar match in shape the areas of dark staining on the surface 

of the slab. 

The void areas are mirrored in 
shape on the base of the slab 

when lifted, which in turn are the 
areas showing staining on the 

surface of the slab.

Top of the slab showing staining The same slab lifted showing mortar 
with voids underneath 

Lifted slab with voids

Slab with areas of SBR on the back Dark patches showing areas where 
there are voids underneath

Examples of  s ta in ing due to s labs being la id on spots 
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LAID ON MORTAR SPOTS CONTINUED
Specific case study - Mist and Mountain Mist sandstone

The issue of staining caused by the 
spot laying method can be particularly 
prominent on our Sandstone Premium 
Mountain Mist and Value Stone Mist, due 
to the colour and natural properties of 
the stone. 

Advice:
It is imperative that laying guidelines 
are followed to ensure that this problem 
does not occur. Always lay slabs on a 
full bed of mortar. Applying an SBR to 
the back of slabs as you lay them is also 
helpful, as it will help to create a barrier 
between the flag and the mortar.  

The only solution to this issue is to pull 
up the flags, clean the slabs of cement 
as much as possible and re-lay them 
on a full bed of mortar with a proper 
compacted hard-core sub-base and 
adequate drainage. 

The staining from weathering may take 
time to disappear. In some instances 
the staining may be too extensive so 
unfortunately new stone may be the 
only option. 

Further to the issues of staining, a spot 
laying method can also cause rocking 
slabs and cracked slabs, as the spots 
of mortar do not provide adequate 
support for the stone - meaning your 
patio will be more vulnerable to 
damage over time. 

Mist Sandstone with stain in the middle of the slab

The same slab lifted up to show void directly underneath stain Grande with moisture over voids Sandstone with staining over voids

Further  examples of  s ta in ing due to s labs being la id on spots 
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LAID UPSIDE DOWN
Can affect all products

The Issue:
All Digby Stone products are designed 
to be laid a specific side up. 
If a slab has been laid upside down, 
visible indicators may include a rougher 
discoloured surface, calibration marks 
showing (which are long cut grooves) 
or a smooth surface with saw marks on 
it, dependant upon which product is 
being laid.

Advice:
Always refer to laying guidelines which 
are available in our literature and on 
our website. Laying guides for natural 
stone are also available to view on the 
product crate labels (attached to the 
side of the crates) which must be read 
prior to product installation. Specific 
laying guides for porcelain products are 
available on our website. The edges of 
products (especially value stones and 
premium sandstones) should have the 
widest tapered side facing up. If flags 
are laid the wrong side up the only 
solution is to pull the patio up and try to 
clean off the cement to relay (but they 
may be stained from already being laid 
down). Unfortunately, new stone may 
be the only solution.

Sandstone which has been laid upside down (with widest tapered 
side facing down)

Calibration marks

Saw marks Saw marks

ü
û

Correct way up

Which is the right way up?

Always lay larger face upwards.

Incorrect way up

TEXTURED STONE LAID UPSIDE DOWN -  SAFETY
Can affect all products with a textured surface, particularly important with granite

The Issue:
Problems with safety can occur if any 
of our textured products are laid upside 
down. Our granite products and steps 
in particular are textured on the right/
facing side to assist with slip resistance 
when laid, and are smooth (sometimes 
with saw marks) on the back which is 
the side that should be laid down. If the 
product is laid upside down the patio 
will be significantly less slip resistant. 

Advice:
As this issue concerns the safety of the 
patio, it is important that the problem 
is corrected. If flags are laid the wrong 
side up the only solution is to pull 
the patio up and try to clean off the 
cement to relay (but they may be 
stained from already being laid down). 
Unfortunately, new stone may be the 
only solution.
 

This side:
Correct side facing up 
displaying the textured face of 
the stone

This side:
Smooth side with saw marks 
which should be laid face 
down
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UNEVEN WEATHERING DUE TO BUTT JOINT ING
Can affect all products, particularly light coloured granite

The Cause:
The uneven weathering effect can be 
seen when the slabs are laid without 
sufficient joints, causing the edges of 
the slabs to have no seal. This allows 
moisture in to the joints, which will then 
be displayed as darker areas around 
the edges of the slabs. 

Advice:
It is important to follow laying 
instructions as none of our products 
are designed to be butt jointed - we 
recommend a 10mm approx joint is 
used when laying. 
Laying the patio using sufficient joints 
and jointing material will provide a 
protective seal around the edges of the 
slabs, which will prevent excess moisture 
entering the patio via the joints. 
 
The effects from this problem will 
weather out over time but as this 
is a natural product it is impossible 
to estimate how long it will take to 
weather out evenly. 
 

OPC STAINING (LEACHING)
Can affect all products, especially lighter colours

The Cause:
OPC staining is the appearance of 
beige marks on the surface of the 
paving. This is caused by using an 
ordinary portland cement with a 
natural stone, which may leech the 
colour/impurities of the cement into 
the pores of the stone, thus creating 
stained areas.

Advice:
We strongly recommend that you use 
a white cement mix when laying light 
coloured stones like granite, particularly 
in Ice and Frost. If ordinary portland 
cement is used and staining occurs, 
the only course of action is to let nature 
take it’s course and allow the stone 
to weather naturally over time. In the 
instance of OPC staining we don’t 
advise the use of chemical cleaners on 
the paving. 
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COLOUR BLENDING
Can affect all products

The Cause:
Extreme colour groupings on a project, 
often exaggerated when wet. The 
product has been laid from one pack 
at a time and has not been blended 
by using multiple packs simultaneously, 
which would give an intermixed 
appearance and overall blended hue.

Advice:
Unlike a manufactured paving slab, 
natural stone is quarried and produced 
from large stone blocks, which will 
have a variation in colour. If your 
project requires more than one pack 
to complete you must mix packs whilst 
laying. This should give a blended 
appearance, but if in doubt always 
consult your stockist.

Important note regarding porcelain 
products:
There will be subtle variation in our 
porcelain products, intended to mirror 
the variations found in natural stone 
products. Porcelain tiles, much like 
any other manufactured product, are 
made in batches. There can be slight 
shade variations between batches - 
please consider this when purchasing 
for the same project on separate 
occasions. In order to ensure that your 
patio will have an overall blended 
appearance, always mix from multiple 
pallets when laying rather than laying 
one pallet at a time.

PICTURE FRAMING
Can affect all products, particularly granites and sawn products. 

The Cause:
A staining effect around the edge of 
each paving slab after pointing. Picture 
framing may also look like a damp 
patch around the edge of the slabs. 
The ‘staining’ is caused by the use of 
‘self hardening’ pointing mix resins.

Advice:
There is no permanent staining and 
therefore the only action required is to 
let the effects of the pointing material 
weather off. No cleaning solutions 
are required. If in doubt, speak to the 
manufacturer of the jointing material for 
further advice.
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EFFLORESCENCE
Can affect all products

Efflorescence appearing in slab

The same patio pictured as above 

The Cause:
Efflorescence is a naturally occurring 
process where calcium hydroxide is 
released (and when exposed to air 
creates calcium carbonate), which 
presents itself as a white substance on 
the surface of the stone. This often turns 
translucent when wet. It can occur on 
both natural or man made paving/
walling. 

Advice:
Efflorescence will normally dissipate 
over time by natural weathering. 
To speed up the removal process 
of efflorescence a stiff broom and 
frequent brushing coupled with 
clean water can also help. There 
are also products on the market that 
claim to help dissipate the effects of 
efflorescence, which are available at 
your local builders merchants.

Always seek advice from the chemical 
manufacturer on the suitability of their 
products before use.
Please note efflorescence does not 
affect the long term performance of 
natural stone paving.  

Efflorescence is not 
limited just to paving - 
it can also be seen on 

newly built walls.

The effects of efflorescence across a newly laid patio, which 
should naturally dissipate over time
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NATURAL WEATHERING -  L IMESTONE
Can affect Mystic Sky, Steel & Charred Oak

After effects of natural weathering over time

The Cause:
Natural weathering has gradually 
lightened the colour of the stone. The 
visible change does not affect the 
durability of the slabs and happens 
gradually over time. Natural gradual 
weathering is a common occurrence 
with all dark coloured limestones. 

Advice:
As this is a result of natural weathering, 
the durability of the stone is not 
affected and is purely a cosmetic issue. 

If you are keen to maintain the dark 
colour of your paving, a stone sealer 
may be used to assist with this. 
It is important that you speak to 
your merchant regarding the most 
suitable sealant for the effect you 
wish to achieve, as there are many 
products available which can be used. 
Always ensure that you follow the 
manufacturer’s instructions carefully 
when applying any sealer to your stone. 

CHEMICAL REACTION (OXIDISATION)
Can affect all products, especially lighter colours

The Cause:
The appearance of beige marks on 
the surface of the paving (often in the 
shape of squares) that appear after the 
paving has been laid. 
The product has been treated with an 
acid based cleaner, which in turn has 
reacted with the iron content in the 
stone. The effect is often made worse 
when the product is not laid on a full 
bed of mortar. 

Advice:
The effects of this type of reaction 
will tend to dissipate over time, but 
unfortunately there is no immediate 
solution to this problem.  

Remember: acid based cleaners or 
products should never be used on 

natural paving. Always seek advice 
from the chemical manufacturer on 
the suitability of their products before 

use on any paving.
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WHITE BLOOM (CALCIUM CARBONATE DEPOSITS)
Can affect all slate products

The Cause:
A white bloom appearing on the 
surface of the product, often as 
‘spots’. White bloom is the result of 
calcium carbonate deposits within the 
slate coming to the surface, due to 
weathering.

Advice:
White bloom is a natural phenomenon 
that will dissipate over time by natural 
weathering. To speed up the removal 
process of white bloom, a stiff broom 
and frequent brushing coupled with 
clean water may also help. There are 
also products on the market that claim 
to help dissipate the effects, available 
at your local builders merchants.

Always seek advice from the chemical 
manufacturer on the suitability of their 
products before use. 
Please note white bloom does not 
affect the performance of the paving. 

SURFACE MARKS -  SCUFFS OR ABRASIONS
Can be found on all natural stone products

The Cause:
Can appear as scuff marks or marks 
from the manufacturing process. Marks 
can be acquired during the packing, 
manufacturing and transportation 
processes. 
When being loaded into a crate, during 
crate transportation and when being 
unloaded from the crate the stone can 
come into contact with other stone, 
which may result in some surface marks.      

Advice:
Minor surface marks visible on slabs will 
dissipate over time and will not affect 
the durability or performance of the 
stone. Unfortunately transportation 
marks are unavoidable. 

However, being produced in a natural 
material the colours are inherently 
within the stone (unlike concrete 
manufactured flags) and they will 
weather in. 

Occasionally, deep gouges in the 
surface from the manufacturing 
process can occur. In this instance, if 
the product is deeply marked (up to a 
few mm) and not laid, we will be able 
to provide replacement pieces. 
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RUST SPOTS (OXIDISATION)
Can affect all products

The Cause:
Can appear as spots/flecks of rusty 
colours. When the natural mineral 
content of the stone is exposed to 
different types of weathering and 
certain cleaners it can encourage 
the process of oxidisation, which can 
appear as rust-like marks.   

Advice:
Mineral oxidisation is a natural 
phenomenon that will not affect the 
durability or performance of the stone. 
The visible effects of this process will 
dissipate over time.
 
There are also products on the market 
that claim to help dissipate these 
effects, which are available at your 
local builders merchants. Always 
seek advice from the chemical 
manufacturer on the suitability of their 
products before use.

NATURAL FORMATIONS
Can be found in all products

What is it?:
Natural formations can be in the form 
of natural veins, ‘fossils’ or crystallisation; 
all of which can appear in a multitude 
of colours. Natural formations are not 
cracks or defective pieces, and are 
part of the stone when formed. These 
are permanent features/characteristics 
of natural stone and are often 
highlighted when the stone becomes 
wet or weathered.  

Advice:
Natural formations form part of the 
characteristics of the stone - they may 
only appear on some flags and should 
be considered part of its beauty as no 
two pieces are alike. 
If a particular flag is not to your liking, it 
would be advisable to lay the slab in a 
more discreet area, or use the piece as 
a cut in.

Crystallisation

White Flashes

Veining
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MOISTURE TRANSPARENCY
Can affect all products, particularly granites and sawn products

The Cause:
Appearing as darker and lighter areas 
on the stone, not necessarily after it has 
rained. 

Advice:
Moisture transparency occurs when 
a product is drying out naturally and 
should disappear over time. The best 
course of action is to let the patio dry 
out naturally.

Note: This problem can be more 
promiment when the product has not 
been laid on a full bed of mortar. Please 
refer to pages 6-9 for more information 
about issues with spot laying. 

L ICHENS
Can affect all products

The Cause:
Marks appearing on the surface of 
the slabs as black, red and/or orange 
staining. Lichens are a form of algae 
or bacteria that naturally occur 
mainly due to the environment of the 
surrounding area. They can be more 
prominent in damp, shaded areas such 
as beneath a tree which creates a 
perfect environment to aid the growth 
of lichens.

Advice:
This is a natural weathering occurrence. 
Using a pressure washer may not work 
on lichens and could do more damage 
than good. A specialist cleaning service 
may be required, but there are also 
specific products available off the shelf 
to aid removal. 

You must always check with the 
manufacturers to assess the suitability of 
their product - test on a small discreet 
area and leave for a period of time to 
analyse results/effects. 
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GREEN STAINING
Can affect all products

The Cause:
Paving slabs can become stained due 
to the natural build up of algae on the 
surface of the stone. 

Advice:
Much like the build up of lichens 
mentioned on page 25, the process 
of algae build up on natural stone 
is completely natural. The patio can 
simply be cleaned using warm soapy 
water and a stiff brush, or with more 
extensive staining there are many 
cleaning products on the market which 
can be used, provided that they are 
formulated specifically for natural 
stone. 
Never use an acid based cleaner 
on natural stone as this will cause 
permanent damage to the stone.

Extensive green stains before The same patio after cleaning

Our All-in-one 
Outdoor Cleaner is a 
fast acting moss, 
algae and lichen 
stain remover, 
designed for staining 
that is too extensive 
to remove using a 
normal soap solution. 
It can be used on all 
external paving material including natural 
stone, porcelain and concrete. 

It is an industrial strength cleaner that can 
be diluted down for extended coverage 
rates. It is specially formulated to contain 
NO acid, therefore making it safe to use 
on natural stone and porcelain ranges.* 

*Provided that manufacturers directions are followed 
correctly. 

Below - before and after using Digby Stone All-in-one Outdoor Cleaner

GREEN STAINING OVER VOIDS

The Cause:
Paving slabs can become stained due 
to the natural build up of algae. In this 
example the staining is in patches, 
which is due to the growth of algae 
being encouraged by excess moisture  
accumulating where there are voids 
below the slabs. 

Advice:
The staining shown here is highlighting 
areas which have voids below the slabs 
- in order to prevent further issues it is 
advised that the patio be re-laid on a 
full bed of mortar.
As the staining shown here has 
penetrated the stone, it will be 
more difficult to fully remove it - the 
appearance of the staining can be 
improved by cleaning using warm 
soapy water and a stiff brush. With 
more extensive staining there are many 
cleaning products on the market which 
can be used, provided that they are 
formulated specifically for natural 
stone. 

If the laying issues of the patio are not 
rectified however there is a strong 
chance that the issue will re-occur. 
For more information about the 
importance of laying on a full bed of 
mortar, see pages 6 - 8. 

Staining highlighting voids

Can affect all products, particularly sandstone

Remember: acid based cleaners 
or products should never be used 

on natural paving as this will cause 
permanent damage to the stone. 

Always seek advice from the 
chemical manufacturer on the 

suitability of their products before 
use.
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DIMENSIONS
Can affect all products

The Cause:
Unlike the production of BS (British 
Standard) man made slabs that are 
mould created, natural stone is hand 
tooled for its shape. All natural stone 
whether hand-cut or machined has 
a greater tolerance than BS (British 
Standard) counterparts. Therefore, due 
to these manufacturing processes, all 
quoted sizes within our literature are 
nominal. The tolerances are lessened in 
the cases of machined natural stone by 
comparison to hand-cut stone.         

Advice:
Though product dimensions may have 
minor discrepancies, this will not affect 
the product durability or performance. 
We always advise to check the slabs 
over before laying, and although 
some products may be laid closely 
please be aware none of our products 
are designed to be butt-jointed. All 
products are designed to be laid with 
10-15mm joints (approximately). 

DELAMINATION
Can affect sandstone, limestone and slate

The Cause:
When the riven surface of a stone 
becomes loose and can break away 
in small pieces. This can be caused by 
environmental factors and the layers 
of the stone sheeting-off (due to the 
natural formation of the stone in layers). 
It usually occurs before and after laying 
the product down, generally appearing 
near riven parts of slabs where the 
layers change.  

Advice:
Delamination is a natural phenomenon 
that will not affect the product 
durability or performance. Once the 
initial delamination has occurred the 
stone’s structure is generally stable, 
resulting in no more sheeting-off. This 
can be more common in more heavily 
riven sandstones, limestones and slate. 
The long term durability of the slabs is 
not affected. 

Please be aware when using a pressure 
washer to clean a patio that the 
pressurised force of the water can 
exploit minor cracks/weaknesses and 
dislodge loose stone or weak joints.
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